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INITIAL COMPLIANCE REQUIREMENTS

§62.14660 How do I demonstrate ini-
tial compliance with the emission
limitations and establish the oper-
ating limits?

You must conduct an initial perform-
ance test, as required under 40 CFR
60.8, to determine compliance with the
emission limitations in Table 1 of this
subpart and to establish operating lim-
its using the procedure in §62.14635 or
§62.14640. The initial performance test
must be conducted using the test meth-
ods listed in table 1 of this subpart and
the procedures in § 62.14650.

§62.14665 By what date must I con-
duct the initial performance test?

The initial performance test must be
conducted no later than 90 days after
your final compliance date.

CONTINUOUS COMPLIANCE REQUIREMENTS

§62.14670 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations and the operating
limits?

(a) You must conduct an annual per-
formance test for particulate matter,
hydrogen chloride, and opacity for each
CISWI unit as required under 40 CFR
60.8 to determine compliance with the
emission limitations. The annual per-
formance test must be conducted using
the test methods listed in table 1 of
this subpart and the procedures in
§62.14650.

(b) You must continuously monitor
the operating parameters specified in
§62.14635 or established under §62.14640.
Operation above the established max-
imum or below the established min-
imum operating limits constitutes a
deviation from the established oper-
ating limits. Three-hour rolling aver-
age values are used to determine com-
pliance (except for baghouse leak de-
tection system alarms) unless a dif-
ferent averaging period is established
under §62.14640. Operating limits do not
apply during performance tests.

(¢) You must only burn the same
types of waste used to establish oper-
ating limits during the performance
test.

§62.14685

§62.14675 By what date must I con-
duct the annual performance test?

You must conduct annual perform-
ance tests for particulate matter, hy-
drogen chloride, and opacity within 12
months following the initial perform-
ance test. Conduct subsequent annual
performance tests within 12 months
following the previous one.

§62.14680 May I conduct performance
testing less often?

(a) You can test less often for a given
pollutant if you have test data for at
least 3 years, and all performance tests
for the pollutant (particulate matter,
hydrogen chloride, or opacity) over 3
consecutive years show that you com-
ply with the emission limitation. In
this case, you do not have to conduct a
performance test for that pollutant for
the next 2 years. You must conduct a
performance test during the third year
and no later than 36 months following
the previous performance test.

(b) If your CISWI unit continues to
meet the emission limitation for par-
ticulate matter, hydrogen chloride, or
opacity, you may choose to conduct
performance tests for these pollutants
every third year, but each test must be
within 36 months of the previous per-
formance test.

(c) If a performance test shows a de-
viation from an emission limitation for
particulate matter, hydrogen chloride,
or opacity, you must conduct annual
performance tests for that pollutant
until all performance tests over a 3-
year period show compliance.

§62.14685 May I conduct a repeat per-
formance test to establish new op-
erating limits?

(a) Yes. You may conduct a repeat
performance test at any time to estab-
lish new values for the operating lim-
its. The Administrator may request a
repeat performance test at any time.

(b) You must repeat the performance
test if your feed stream is different
than the feed streams used during any
performance test used to demonstrate
compliance.
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